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Note: Information and specifications may change due to engineering improvements.
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Four Level 62”H Rear-Loading Self-
Service Heated Display

08/11/26

MODEL LENGTH
HMD-F-38-62 38 ¼”

HMD-F-48-62 47 7/8”

HMD-F-76-62 76 ½”

HMD-F-96-62 95 ⅝”

Length does not include end panels. Add 1” per panel.

FOUR LEVEL 62”H FRONT-LOADING SELF-
SERVICE HEATED DISPLAY
HMD-F-62 - HEATED FOUR-DECK SELF-SERVICE DISPLAY

Standard features 
shown

CREATE A DISPLAY LINE-UP OF ALMOST ANY LENGTH WITH A COMBINATION OF STANDARD DISPLAY LENGTHS

Custom options 
available, refer to 
options schedule on 
next page.

FEATURES:
•	 Cayuga proprietary heated shelving system 

designed to maintain proper holding 
temperatures for heated food offerings. 

•	 The unique heating system provides 30-40% 
savings in power usage from conventional 
systems. 

•	 Brushed stainless steel interior. 
•	 Brushed stainless steel exterior is standard.
•	 Powdercoat paint and laminated finish exterior 

options are available.
•	 Square or curved solid end panels are available.
•	 10mm tempered glass panes can be added to 

the end panels.
•	 Three 20”D heated shelf levels and a 20”D 

heated base.
•	 Approximately 10 1/2” between the shelves and 

the base.
•	 Heat resistant LED lights installed on the top 

ledge of the display area and under each shelf 
level.

•	 The controls for each heated level are located 
on the top ledge of the display behind a hinged 
cover.

•	 Complete Electrical certification and complies 
to NSF standards.

HEATED
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TECHNICAL SPECS

MODEL LENGTH VOLTS AMPS

HMD-F-38-62 38 ¼” 208 14.1

HMD-F-48-62 47 7/8” 208 14.1

HMD-F-76-62 76 ½” 208 28.2

HMD-F-96-62 95 ⅝” 208 28.2

FOUR LEVEL 62”H FRONT-LOADING 
SELF-SERVICE HEATED DISPLAY
HMD-F-62 - HEATED FOUR-DECK SELF-SERVICE DISPLAY

HEATED

CUSTOM FEATURES:

STANDARD FEATURES:
•	 Brushed Stainless Steel interior and exterior 
•	 Solid End Panels, square or curved. 
•	 Three 20”D heated shelf levels and a 20”D 

heated base. 
•	 LED lighting located on the top ledge and 

under each shelf level. 
•	 The controls for each heated level are located 

on the top ledge of the display behind a 
hinged cover.

EXTERIOR FINISHES

Powdercoated metal finishes available

Laminated finishes available

END PANELS

Curved End Panels with Stainless Steel 
interior

Square End Panels with Stainless Steel 
Interior

Tempered 10mm glass panes available for 
either end panel profile

ADDITIONAL FEATURES:

•	 1-year parts and labor warranty.
•	 Complete Electrical Certification
•	 Complies to NSF Standards


